
	 	
	
	

Part	No.	 MADLED10W-**	 MADLED13W-**	 MADLED15W-**	

Lumens	
3000k	-	750l/m	
4000k	-	760l/m	
5000k	-	790l/m	

3000k	-	1050l/m	
4000k	-	1080l/m	
5000k	–	1080l/m	

3000k	-	1150l/m	
4000k	-	1180l/m	
5000k	–	1180l/m	

Beam	Angle	 120°	 120°	 120°	

Dimmable	 Yes	 Yes	 Yes	

Dimmer	 Universal,	Leading	
&	Trailing	

Universal,	Leading	
&	Trailing	

Universal,	Leading	
&	Trailing	

Cut	-	out	 70mm	&	90mm	 90mm	 90mm	

IP	Rating	 IP44	 IP44	 IP44	

Dimensions	 95mm	x	53mm	
110	x	53mm	

110mm	x	53mm	 110mm	x	53mm	

Warranty	 5	yr	 5	yr	 5	yr	

MADLOC	DOMESTIC	DOWNLIGHTS	SERIES	

STYLISH	&	FUNCTIONAL	DOMESTIC	DOWNLIGHTS	
	

IDEAL	FOR	NEW	INSTALLATIONS	AS	WELL	AS	REPLACING		
EXISTING	DOWNLIGHTS	IN	BOTH	DOMESTIC	&	COMMERCIAL	INSTALLATIONS	

	
						�			Available	in	10w	(710l/m),	13w	(1180l/m)	&	15w	(1150l/m)	
						�			Constant	Current	Dimmable	LED	Driver	
						�			SMD	Chipset	design	
						�			CE,	FCC	Approved	&	RoHS	compliant.	
						�			Dimmable	with	most	Australian	Dimmers	
						�			Frosted	lens	for	a	NON	GLARE	output.	
						�			Available	in	White	or	Chrome		
						�			Available	in	3000k,	4000k	&	5000k	colour	temperature	
						�			Complete	with	Flex	&	Plug	
						�			Complete	with	a	5	year	warranty	

SPECIFICATIONS	

www.madloc.com.au	

MADLOC	LIGHTING	
5/21	Babilla	Close,	
Beresfield.	NSW	2322	
Ph:	0249	668	699	
Fx:	0249	660	802	
sales@madloc.com.au


