
 
	  
	  
	  

	  
	  
 

	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
 
	  
	  
 

	  

Part	  No.	   MADWPB30LED	   MADWPB40LED	  

Lumens	   90-‐100l/w	   90-‐100l/w	  

Beam	  Angle	   120°	   120°	  

Colour	  Temp.	   4000k	  or	  6000k	   4000k	  or	  6000k	  

Construction	   Aluminium	  &	  Polycarb	   Aluminium	  &	  Polycarb	  

Power	  Factor	   >0.95	   >0.95	  

Dimensions	  (mm)	   A600	  x	  B91	  x	  C74	   A1200	  x	  B91	  x	  C74	  

Warranty	   3	  yr	   3	  yr	  

MADLOC	  IP65	  BATTEN	  SERIES	  

IP65	  WATERPROOF,	  DUSTPROOF	  &	  ANTI-‐CORROSIVE	  LED	  BATTENS	  
	  

IDEAL	  FOR	  ALL	  INDUSTRIAL	  &	  COMMERCIAL	  LOCATIONS,	  
COOLROOMS	  &	  COASTAL	  INSTALLATIONS	  

	  
	  	  	  	  	  	  �	  	  	  IP65	  Waterproof,	  Dustproof	  &	  Anti	  Corrosive	  
	  	  	  	  	  	  �	  	  	  Available	  in	  30w	  or	  40w	  
	  	  	  	  	  	  �	  	  	  Unit	  lengths	  600m	  &	  1200m	  
	  	  	  	  	  	  �	  	  	  Frosted	  &	  Clear	  diffuser	  option	  
	  	  	  	  	  	  �	  	  	  Taiwan	  SMD2835	  LED	  
	  	  	  	  	  	  �	  	  	  CE,	  FCC	  Approved,	  UL,	  SAA	  &	  RoHS	  compliant.	  
	  	  	  	  	  	  �	  	  	  Lumen	  output	  >100lm/w	  
	  	  	  	  	  	  �	  	  	  Available	  in	  both	  4000k	  &	  6000k	  
	  	  	  	  	  	  �	  	  	  Aluminium	  &	  Polycarb	  construction	  
	  	  	  	  	  	  �	  	  	  Easy	  Clip	  brackets	  for	  fast	  installation	  
	  	  	  	  	  	  �	  	  	  Complete	  with	  a	  3	  year	  warranty	  

SPECIFICATIONS	  

www.madloc.com.au	  

MADLOC	  LIGHTING	  
5/21	  Babilla	  Close,	  
Beresfield.	  NSW	  2322	  
Ph:	  0249	  668	  699	  
Fx:	  0249	  660	  802	  
sales@madloc.com.au


