
Dimensions	   Optical	  Parameters	  

 
 
 
 
 

 
	  
	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  
 
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

	  
	  
	  
 
	  
 
 
	  
	  
 
 
 
 
 
 
 
	  

Part	  Number	   Rated	  
Power	   Lumens	   Power	  

Factor	  
Colour	  
Temp.	  

Vert.	  Rotate	  
Angle	  

Hor.	  Rotate	  
Angle	   Dimmable	  

MAD45WLEDGIMBLE	   45w	   WW-‐3800lm	  
DL-‐4200lm	   ≥0.90	   3000k	  

5000k	   0	  -‐	  60°	   0	  -‐	  180°	   Yes	  

MADLOC	  	  45w	  Commercial	  Gimble	  Downlight	  
	  

MADLOC	  LIGHTING	  brings	  you	  a	  Commercial	  Style	  Downlight	  which	  is	  fully	  adjustable	  
to	  suit	  most	  Commercial	  applications.	  

	  
	  	  	  	  	  	  �	  	  	  SMD	  5630	  LED	  Type	  
	  	  	  	  	  	  �	  	  	  Frame	  Colour	  White	  
	  	  	  	  	  	  �	  	  	  Stable	  lumen	  output	  with	  little	  lumen	  decrease	  
	  	  	  	  	  	  �	  	  	  PFC	  values	  more	  than	  0.90	  	  
	  	  	  	  	  	  �	  	  	  Universally	  Dimmable	  (3%	  to	  100%)	  
	  	  	  	  	  	  �	  	  	  Fits	  into	  standard	  205mm	  cut-‐out	  
	  	  	  	  	  	  �	  	  	  Rated	  at	  50,000	  hrs	  
	  	  	  	  	  	  �	  	  	  Available	  in	  60°	  beam	  angle	  	  
	  	  	  	  	  	  �	  	  	  Comes	  with	  a	  3	  year	  warranty	  
	  
 

	  	  	  	  	  	  	   SPECIFICATIONS	  

	  
MADLOC	  LIGHTING	  
5/21	  Babilla	  Close,	  

Beresfield.	  NSW	  2322	  
Ph:	  0249	  668	  699	  
Fx:	  0249	  660	  802	  

sales@madloc.com.au 
www.madloc.com.au	  


