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Job Information   lighting

Celebrating 10 years as a Quality Lighting Supplier 

PART No. Beam Angle

LED
MADFL192LED 

192w LED Floodlight

LE
D

 Lighting

Dimensions

Description

• Utilises Cree XT-E chipset
• CRI 70
• 21,000lm output
• Colour Temp: 2200k to 6000k

Optics

Mounting & Spec's

• Trunnion Bracket for Secure installation
• Optional "Industrial Plus" Stainless Steel Bracket & Chain
• Weights: Complete unit - 11.2kg 

• Available in the following beam angles:
• 15˚, 20˚, 25˚, 30˚, 45˚, 60˚, 90˚, 130˚, 135˚,120˚ x 50˚, 135˚ x 50˚

Warranty

• Comes with a 3 Year Warranty

RLD410/420 - Round/Square
line drawing

MADFL192LED

Colour Temp:

The MADLOC 192w LED Floodlight is a Hi-Powered 
Floodlight ideal for larger outdoor lighting jobs. Integrated 
with a patented Structural design, it's designed to 
provide consistent light intensity and high performance, 
even in extreme climates.
Available with Optional Stainless Steel Bracket and 
Chain for installations that require extreme protection 
from either the elements or the environment.

Colour Temp

Features

LED




